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Bridge Micrometer
This bridge micrometer will read elevation differences 
between two joints, heights of welds, crush pins, 
diaphragm keys and 
diaphragm springs. 
Tool comes with  
2" Starrett 
micrometer head.

	 Model 	  Body Length	 Bridge Length
	 Number	 (inches)	 (inches)

	 BM06	 4	 2
	 BM08	 4	 4
	 BM12	 6	 6

Stud Protractor
This tool makes tightening a bolt to the exact degree 
easy. Just open up the protractor to the desired degree 
using the measuring arm and mark the casing. Use the 
other measuring arm to mark the nut. Tighten the nut until 
casing and nut marks are aligned. Power House Tool, Inc. 
supplies an extra nipple for larger diameter holes.
Model Number: CG18

Chain Indicator Holder
Starting at 1/2 inch diameter shafts, this chain indicator 
can check alignment on just about any size diameter 
shaft by just adding chain. Unit comes with a 24 inch 
chain.     Model Number: CIH

Packing Tooth Scraper
Running the PTS01 over the damaged teeth on 
the steam packing will re-establish the tapered 
edges. The adjustable tool bits conform with the 
original packing. The handle has a knurled  
black-oxide finish for a longer life.
Model Number: PTS01

Brass Wedges
Brass wedges for wedging diaphragm & packing against 
seal face to take 
clearance readings. 	 Model 	  Width	 Length	 Height

	 Number	 (inches)	 (inches)	 (inches)

	 BWA	 1/2	 3	 1/4
	 BWB	 3/4	 3 1/2	 1/2
	 BWC	 1	 5 3/4	 1/2

Jack bolt
Please specify the length, diameter and thread required 
and we will quote to those specifications.

Extra tool bits 
are available.
SE2 
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Heavy Duty

Light Duty

Head Set Alignment Kit
The Head Set Alignment Kit features high quality 
headphones that deliver a distinct click signifying wire 
contact. The kit includes: Volume controlled headphones, 
two Starrett inside micrometers (1/2" and 1"), insulator, 1" 
through 6" rods, battery, and tight wire. All are enclosed in 
a sturdy, compact case for ease of carrying and handling.

Model Number: SCZ01

Clip-on Vibrating Alignment Kit
This innovative Clip-On belt vibrating pack is used in place 
of the headset. When contact is made with the tight wire, 
the pack vibrates and the red light on top of the unit lights 
continuously. The kit includes the Clip-On Vibrating Unit, two 
(2) Starrett inside micrometer heads (1/2" and 1"), 1" thru 6", 
rods, battery, and tight wire. All components are enclosed  
in a sturdy, compact case for ease of carrying and handling.

Model Number: SCZ02
Extensometer
The Extensometer is used for measuring stud  
elongation (stretch) on all turbine studs which have  
center holes like GE’s and Siemen-Westinghouse’s  
bolting applications.

Model Number: E1000
Stainless Steel Extension Rods
6" and 12" stackable stainless steel threaded rods can 
be combined to extend to the length required. They are 
easily shipped and then assembled on-site. They can then 
be simply disassembled and ready to ship for the next 
project. The rods will not oxidize and have high portability.

Model Number: 	SCZ01-ROD6
	 SCZ01-ROD12

Tight wire Brackets
Power House Tool, Inc.'s heavy duty set used in turbine 
assembly has four Starrett micrometer heads which 
precisely adjust the industrial strength grade rollers, 
providing the most accurate windage and elevation 
alignment readings on casings, shells, packing and 
diaphragms. Each set provides 2 brackets in a durable 
carrying case.
Heavy Duty Model Number: TWB1
Light Duty Model Number: TWB2
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Turbine dies
High Speed Steel-8 
thread (specify metric 
when needed)

Turbine Taps
High Speed Steel-8 thread
(specify metric when needed)

Size		  Model Number
(Inches)	 Taper	 Plug	 Bottom
1	 GK32	 GK33	 GK34
1 1/8	 GK35	 GK36	 GK37
1 1/4	 GK38	 GK39	 GK40
1 3/8	 GK41	 GK42	 GK43
1 1/2	 GK44	 GK45	 GK46
1 5/8	 GK47	 GK48	 GK49
1 3/4	 GK50	 GK51	 GK52
1 7/8	 GK53	 GK54	 GK55
2	 GK56	 GK57	 GK58
2 1/8	 GK59	 GK60	 GK61
2 1/4	 GK62	 GK63	 GK64
2 3/8	 GK65	 GK66	 GK67
2 1/2	 GK68	 GK69	 GK70
2 5/8	 GK71	 GK72	 GK73
2 3/4	 GK74	 GK75	 GK76
2 7/8	 GK77	 GK78	 GK79
3	 GK80	 GK81	 GK82
3 1/8	 GK83	 GK84	 GK85
3 1/4	 GK86	 GK87	 GK88
3 3/8	 GK89	 GK90	 GK91
3 1/2	 GK92	 GK93	 GK94
3 5/8	 GK95	 GK96	 GK97
3 3/4	 GK98	 GK99	 GK100
3 7/8	 GK101	 GK102	 GK103
4	 GK104	 GK105	 GK106
4 1/4	 GK107	 GK108	 GK109
4 1/2	 GK110	 GK111	 GK112
4 3/4	 GK113	 GK114	 GK115
5	 GK116	 GK117	 GK118
5 1/4	 GK119	 GK120	 GK121
5 1/2	 GK122	 GK123	 GK124
5 3/4	 GK125	 GK126	 GK127
6	 GK128	 GK129	 GK130
6 1/4	 GK131	 GK132	 GK133
6 1/2	 GK134	 GK135	 GK136
6 3/4	 GK137	 GK138	 GK139
7	 GK140	 GK141	 GK142

	 Model 	  Size
	 Number	 (inches)
	 EN11	 1
	 EN12	 1 1/8
	 EN13	 1 1/4
	 EN14	 1 3/8
	 EN15	 1 1/2
	 EN16	 1 5/8
	 EN17	 1 3/4
	 EN18	 1 7/8
	 EN19	 2
	 EN20	 2 1/8
	 EN21	 2 1/4
	 EN22	 2 3/8
	 EN23	 2 1/2

	 Model 	  Size
	 Number	 (inches)
	 EN24	 2 5/8
	 EN25	 2 3/4
	 EN26	 2 7/8
	 EN27	 3
	 EN28	 3 1/8
	 EN29	 3 1/4
	 EN30	 3 3/8
	 EN31	 3 1/2
	 EN32	 3 5/8
	 EN33	 3 3/4
	 EN34	 3 7/8
	 EN35	 4
	 EN36	 4 1/4

	 Model 	  Size
	 Number	 (inches)
	 EN37	 4 1/2
	 EN38	 4 3/4
	 EN39	 5
	 EN40	 5 1/4
	 EN41	 5 1/2
	 EN42	 5 3/4
	 EN43	 6
	 EN44	 6 1/4
	 EN45	 6 1/2
	 EN46	 6 3/4
	 EN47	 7

Universal pivot rings
Units have 180 degree and 360 
degree swivel capability when 
lifting heavy unbalanced loads. 
Excellent tool for rolling bearings. 
We can supply 8 thread per inch 
on Universal pivot rings for sizes 
1" or larger when requested.

eyebolts
8 thread turbine eyebolts

Model	 Size	 Thread
No.	 (Inches)	 Inch
WEB 1 1/8	 1 1/8	 8
WEB 1 1/4	 1 1/4	 8
WEB 1 3/8	 1 3/8	 8
WEB 1 1/2	 1 1/2	 8
WEB 1 3/4	 1 3/4	 8
WEB 2	 2	 8

reduced eye eyebolts “stubbies”
We will supply any thread per inch 
upon request. These eyebolts are 
used when space is limited and when 
using smaller shackles and hooks.

Model	 Size	 Thread
No.	 (Inches)	 Inch
PHT125	 1 1/4	 8
PHT150	 1 1/2	 8
PHT200	 2	 8
PHT250	 2 1/2	 8

Model	 Size	 Thread
No.	 (Inches)	 Inch
PHT800	 5/16	 18
PHT1000	 3/8	 16
PHT2500	 1/2	 13
PHT4000	 5/8	 11
PHT7000	 3/4	 10
PHT8000	 7/8	 9
PHT10000	 1	 8

Model	 Size	 Thread
No.	 (Inches)	 Inch
PHT15000	 1 1/4	 7
PHT24000	 1 1/2	 6
PHT30000	 2	 4 1/2
PHT50000	 2 1/2	 8
PHT60000	 2 1/2	 4
PHT75000	 3	 4
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castellated Sockets
1 1/2 inch Square Drive

2 1/2 inch Square Drive

	 Model 	  Size
	 Number	 (inches)
	 PLB16	 2 3/4
	 PLB17	 3
	 PLB18	 3 1/2
	 PLB19	 4
	 PLB20	 4 1/2
	 PLB21	 5
	 PLB22	 5 1/2
	 PLB23	 6
	 PLB24	 6 1/2
	 PLB25	 7

3 1/2 inch Square Drive

	 Model 	  Size
	 Number	 (inches)
	 PLB26	 5
	 PLB27	 5 1/2
	 PLB28	 6
	 PLB29	 6 1/2
	 PLB30	 7

impact sockets

	 Model 	  Size
	 Number	 (inches)
	 ML13	 2
	 ML14	 2 1/16
	 ML15	 2 1/8
	 ML16	 2 3/16
	 ML17	 2 1/4
	 ML18	 2 5/16
	 ML19	 2 3/8
	 ML20	 2 7/16
	 ML21	 2 1/2
	 ML22	 2 9/16
	 ML23	 2 5/8
	 ML24	 2 11/16
	 ML25	 2 3/4
	 ML26	 2 13/16
	 ML27	 2 7/8
	 ML28	 2 15/16
	 ML29	 3
	 ML30	 3 1/16
	 ML31	 3 1/8
	 ML32	 3 3/16
	 ML33	 3 1/4
	 ML34	 3 3/8
	 ML35	 3 1/2
	 ML36	 3 5/8
	 ML37	 3 3/4
	 ML38	 3 7/8
	 ML39	 4
	 ML40	 4 1/8
	 ML41	 4 3/16
	 ML42	 4 1/4
	 ML43	 4 3/8
	 ML44	 4 1/2
	 ML45	 4 5/8
	 ML46	 4 3/4
	 ML47	 4 7/8
	 ML48	 5
	 ML49	 5 1/8
	 ML50	 5 3/16
	 ML51	 5 1/4
	 ML52	 5 3/8
	 ML53	 5 1/2
	 ML54	 5 5/8
	 ML55	 5 3/4
	 ML56	 5 7/8
	 ML57	 6
	 ML58	 6 1/8
	 ML59	 6 1/4

	 Model 	  Size
	 Number	 (inches)
	 ML60	 2
	 ML61	 2 1/16
	 ML62	 2 1/8
	 ML63	 2 3/16
	 ML64	 2 1/4
	 ML65	 2 5/16
	 ML66	 2 3/8
	 ML67	 2 7/16
	 ML68	 2 1/2
	 ML69	 2 9/16
	 ML70	 2 5/8
	 ML71	 2 11/16
	 ML72	 2 3/4
	 ML73	 2 13/16
	 ML74	 2 7/8
	 ML75	 2 15/16
	 ML76	 3
	 ML77	 3 1/16
	 ML78	 3 1/8
	 ML79	 3 3/16
	 ML80	 3 1/4
	 ML81	 3 3/8
	 ML82	 3 1/2
	 ML83	 3 5/8
	 ML84	 3 3/4
	 ML85	 3 7/8
	 ML86	 4
	 ML87	 4 1/8
	 ML88	 4 3/16
	 ML89	 4 1/4
	 ML90	 4 3/8
	 ML91	 4 1/2
	 ML92	 4 5/8
	 ML93	 4 3/4
	 ML94	 4 7/8
	 ML95	 5
	 ML96	 5 1/8
	 ML97	 5 3/16
	 ML98	 5 1/4
	 ML99	 5 3/8
	 ML100	 5 1/2
	 ML101	 5 5/8
	 ML102	 5 3/4
	 ML103	 5 7/8
	 ML104	 6
	 ML105	 6 1/8
	 ML106	 6 1/4

1 1/2 inch Square Drive 2 1/2 inch Square Drive

	 Model 	  Size
	 Number	 (inches)
	 ML107	 6 1/2
	 ML108	 6 3/4
	 ML109	 6 7/8
	 ML110	 7

2 1/2 inch Square Drive

• add letter S for skirted
• add letter L for long

Model #SS
Sizes offered: 
from 1” to 5”
please specify.

wrench sockets

	 Model 	  Size	 Model 	  Size
	 Number	 (inches)	 Number	 (inches)
	 PLB7	 1 1/2	 PLB12	 2 3/4
	 PLB8	 1 3/4	 PLB13	 3
	 PLB9	 2	 PLB14	 3 1/2
	 PLB10	 2 1/4	 PLB15	 4
	 PLB11	 2 1/2

3 1/2 inch Square Drive

	 Model 	  Size
	Number	 (inches)
	 ML131	 5
	 ML132	 5 1/8
	 ML133	 5 3/16
	 ML134	 5 1/4
	 ML135	 5 3/8
	 ML136	 5 1/2
	 ML137	 5 5/8
	 ML138	 5 3/4
	 ML139	 5 7/8

	 Model 	  Size
	Number	 (inches)
	 ML140	 6
	 ML141	 6 1/8
	 ML142	 6 1/4
	 ML143	 6 3/8
	 ML144	 6 1/2
	 ML145	 6 5/8
	 ML146	 6 3/4
	 ML147	 6 7/8
	 ML148	 7
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Power House's patented Busters can 
be applied throughout the plant. The 
Buster's versatile design makes it 
compatible with slugging, impact and 
hydraulic wrenching.

	 Model 	  Size	 Male Hex	 Sq. Drive
	Number	 (inches)	 (inches)	 (inches)
	 HI13	 1 1/2	 1 5/8	 3/4
	 HI14	 1 9/16	 1 5/8	 3/4
	 HI15	 1 5/8	 1 5/8	 3/4
	 HI16	 1 11/16	 1 5/8	 3/4
	 HI17	 1 3/4	 1 5/8	 3/4
	 HI18	 1 13/16	 1 7/8	 3/4
	 HI19	 1 7/8	 1 7/8	 3/4
	 HI20	 1 15/16	 1 7/8	 3/4
	 HI21	 2	 1 7/8	 3/4
	 HI22	 2 1/16	 1 7/8	 3/4
	 HI23	 2 1/8	 1 7/8	 3/4
	 HI24	 2 3/16	 1 7/8	 3/4
	 HI25	 2 1/4	 1 7/8	 3/4
	 HI26	 2 5/16	 2 3/4	 3/4
	 HI27	 2 3/8	 2 3/4	 3/4
	 HI28	 2 7/16	 2 3/4	 3/4
	 HI29	 2 1/2	 3	 1
	 HI30	 2 9/16	 3	 1
	 HI31	 2 5/8	 3	 1
	 HI32	 2 11/16	 3	 1
	 HI33	 2 3/4	 3	 1

	 Model 	  Size	 Male Hex	 Sq. Drive
	Number	 (inches)	 (inches)	 (inches)
	 HI34	 2 13/16	 3	 1
	 HI35	 2 7/8	 3	 1
	 HI36	 2 15/16	 3	 1
	 HI37	 3	 3 1/8	 1
	 HI38	 3 1/16	 3 1/8	 1
	 HI39	 3 1/8	 3 1/8	 1
	 HI40	 3 3/16	 3 1/8	 1
	 HI41	 3 1/4	 3 1/8	 1
	 HI42	 3 5/16	 3 1/8	 1
	 HI43	 3 3/8	 3 1/8	 1
	 HI44	 3 7/16	 3 1/8	 1
	 HI45	 3 1/2	 3 1/8	 1-1/2
	 HI46	 3 9/16	 3 7/8	 1-1/2
	 HI47	 3 5/8	 3 7/8	 1-1/2
	 HI48	 3 11/16	 3 7/8	 1-1/2
	 HI49	 3 3/4	 3 7/8	 1-1/2
	 HI50	 3 13/16	 3 7/8	 1-1/2
	 HI51	 3 7/8	 3 7/8	 1-1/2
	 HI52	 3 15/16	 3 7/8	 1-1/2
	 HI53	 4	 3 7/8	 1-1/2
	 HI54	 4 1/16	 3 7/8	 1-1/2

	 Model 	  Size	 Male Hex	 Sq. Drive
	Number	 (inches)	 (inches)	 (inches)
	 HI55	 4 1/8	 3 7/8	 1-1/2
	 HI56	 4 3/16	 4 5/8	 1-1/2
	 HI57	 4 1/4	 4 5/8	 1-1/2
	 HI58	 4 5/16	 4 5/8	 1-1/2
	 HI59	 4 3/8	 4 5/8	 1-1/2
	 HI60	 4 7/16	 4 5/8	 1-1/2
	 HI61	 4 1/2	 4 5/8	 1-1/2
	 HI62	 4 9/16	 4 5/8	 1-1/2
	 HI63	 4 5/8	 4 5/8	 1-1/2
	 HI64	 4 11/16	 4 5/8	 1-1/2
	 HI65	 4 3/4	 4 5/8	 1-1/2
	 HI66	 4 13/16	 4 5/8	 1-1/2
	 HI67	 4 7/8	 4 5/8	 1-1/2
	 HI68	 4 15/16	 4 5/8	 1-1/2
	 HI69	 5	 4 5/8	 1-1/2
	 HI70	 5 1/16	 4 5/8	 1-1/2
	 HI71	 5 1/8	 4 5/8	 1-1/2
	 HI72	 5 3/16	 4 5/8	 1-1/2
	 HI73	 5 1/4	 4 5/8	 1-1/2

	 Model 	  Size	 Male Hex	 Sq. Drive
	Number	 (inches)	 (inches)	 (inches)
	MO13	 2 1/4	 2 3/4	 1
	MO14	 2 1/2	 2 3/4	 1
	MO15	 2 3/4	 2 3/4	 1
	MO16	 3	 2 3/4	 1

	 Model 	  Size	 Male Hex	 Sq. Drive
	Number	 (inches)	 (inches)	 (inches)
	MO17	 3 1/2	 3 7/8	 1 1/2
	MO18	 4	 3 7/8	 1 1/2
	MO19	 4 1/2	 3 7/8	 1 1/2
	MO20	 5	 4 5/8	 1 1/2

	 Model 	  Size	 Male Hex	 Sq. Drive
	Number	 (inches)	 (inches)	 (inches)
	MO21	 5 1/2	 4 5/8	 1 1/2
	MO22	 6	 4 5/8	 1 1/2
	MO23	 7	 4 5/8	 1 1/2

	 Model 	  Size	 Male Hex	 Sq. Drive
	Number	 (inches)	 (inches)	 (inches)
	 NS0	 1	 1 5/8	 3/4
	 NS1	 1 1/16	 1 5/8	 3/4
	 NS2	 1 1/8	 1 5/8	 3/4
	 NS3	 1 3/16	 1 5/8	 3/4
	 NS4	 1 1/4	 1 5/8	 3/4
	 NS5	 1 5/16	 1 5/8	 3/4
	 NS6	 1 3/8	 1 5/8	 3/4
	 NS7	 1 7/16	 1 5/8	 3/4
	 NS8	 1 1/2	 1 5/8	 3/4
	 NS9	 1 9/16	 2 1/4	 3/4
	 NS10	 1 5/8	 2 1/4	 3/4

	 Model 	  Size	 Male Hex	 Sq. Drive
	Number	 (inches)	 (inches)	 (inches)
	 NS11	 1 11/16	 2 1/4	 3/4
	 NS12	 1 3/4	 2 1/4	 3/4
	 NS13	 1 13/16	 2 1/4	 3/4
	 NS14	 1 7/8	 2 1/4	 3/4
	 NS15	 1 15/16	 2 1/4	 3/4
	 NS16	 2	 2 1/4	 3/4
	 NS17	 2 1/16	 2 3/4	 1
	 NS18	 2 1/8	 2 3/4	 1
	 NS19	 2 3/16	 2 3/4	 1
	 NS20	 2 1/4	 2 3/4	 1
	 NS21	 2 5/16	 2 3/4	 1

	 Model 	  Size	 Male Hex	 Sq. Drive
	Number	 (inches)	 (inches)	 (inches)
	 NS22	 2 3/8	 2 3/4	 1
	 NS23	 2 1/2	 3 7/8	 1 1/2
	 NS24	 2 5/8	 3 7/8	 1 1/2
	 NS25	 2 3/4	 3 7/8	 1 1/2
	 NS26	 2 15/16	 3 7/8	 1 1/2
	 NS27	 3	 3 7/8	 1 1/2
	 NS28	 3 1/8	 3 7/8	 1 1/2
	 NS29	 3 3/8	 4 1/4	 1 1/2
	 NS30	 3 1/2	 4 1/4	 1 1/2
	 NS31	 3 3/4	 4 1/4	 1 1/2
	 NS32	 3 7/8	 4 1/4	 1 1/2

Impact hex buster®

castellated buster®

double hex insert buster®
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	 Model 	  Female Drive	 Male Drive	 Length
	 Number	 (inches)	 (inches)	 (inches)
	 AW2	 1	 1	 4
	 AW3	 1	 1	 6		
	 AW4	 1	 1	 9		
	 AW5	 1	 1	 12	
	 AW6	 1	 1	 15	
	 AW7	 1 1/2	 1 1/2	 6		
	 AW8	 1 1/2	 1 1/2	 9
	 AW9	 1 1/2	 1 1/2	 12	
	 AW10	 1 1/2	 1 1/2	 15	
	 AW11	 2 1/2	 2 1/2	 9		
	 AW12	 2 1/2	 2 1/2	 12	
	 AW13	 2 1/2	 2 1/2	 15

hex head drivers

extensions

	 Model 	  Size
	Number	 (inches)
	 TB26	 1 1/4
	 TB27	 1 5/16	
	 TB28	 1 3/8	
	 TB29	 1 7/16	
	 TB30	 1 1/2	
	 TB31	 1 9/16	
	 TB32	 1 5/8	
	 TB33	 1 11/16	
	 TB34	 1 3/4	

	 Model 	  Size
	Number	 (inches)
	 TB35	 1 13/16	
	 TB36	 1 7/8	
	 TB37	 1 15/16
	 TB38	 2	
	 TB39	 2 1/16	
	 TB40	 2 1/8	
	 TB41	 2 3/16	
	 TB42	 2 1/4	
	 TB43	 2 5/16	

	 Model 	  Size
	Number	 (inches)
	 TB44	 2 3/8	
	 TB45	 2 7/16
	 TB46	 2 1/2
	 TB47	 2 9/16	
	 TB48	 2 5/8
	 TB49	 2 11/16
	 TB50	 2 3/4

Hex Head Drivers – 1 1/2 inch Drive

	 Model 	  Size
	Number	 (inches)
	 TB51	 1 1/4
	 TB52	 1 5/16	
	 TB53	 1 3/8	
	 TB54	 1 7/16	
	 TB55	 1 1/2	
	 TB56	 1 9/16	
	 TB57	 1 5/8	
	 TB58	 1 11/16	
	 TB59	 1 3/4	

	 Model 	  Size
	Number	 (inches)
	 TB60	 1 13/16	
	 TB61	 1 7/8	
	 TB62	 1 15/16
	 TB63	 2	
	 TB64	 2 1/16	
	 TB65	 2 1/8	
	 TB66	 2 3/16	
	 TB67	 2 1/4	
	 TB68	 2 5/16	

	 Model 	  Size
	Number	 (inches)
	 TB69	 2 3/8	
	 TB70	 2 7/16
	 TB71	 2 1/2
	 TB72	 2 9/16	
	 TB73	 2 5/8
	 TB74	 2 11/16
	 TB75	 2 3/4

Hex Head Drivers – 2 1/2 inch Drive

Adaptor

hex bits

Specify length(s) when ordering

	 Model 	  Female Drive	 Male Drive 
	 Number	 (inches)	 (inches)
	 KL2	 3/4	 1
	 KL3	 1	 3/4
	 KL4	 1	 1 1/2
	 KL5	 1 1/2	 1
	 KL6	 1 1/2 	 2 1/2
	 KL7	 2 1/2	 1 1/2
	 KL8	 2 1/2	 3 1/2
	 KL9	 3 1/2	 1 1/2
	 KL10	 3 1/2	 2 1/2

Please call for more sizes.

	Model 	  Size (Dia.) 
	Number	 (inches)
	 LT15	 1 1/4
	 LT16	 1 5/16
	 LT17	 1 3/8
	 LT18	 1 7/16
	 LT19	 1 1/2
	 LT20	 1 9/16
	 LT21	 1 5/8
	 LT22	 1 11/16
	 LT23	 1 3/4
	 LT24	 1 13/16
	 LT25	 1 7/8
	 LT26	 1 15/16
	 LT27	 2

	 Model 	  Size (Dia.) 
	Number	 (inches)
	 LT28	 2 1/16
	 LT29	 2 1/8
	 LT30	 2 3/16
	 LT31	 2 1/4
	 LT32	 2 5/16
	 LT33	 2 3/8
	 LT34	 2 7/16
	 LT35	 2 1/2
	 LT36	 2 9/16
	 LT37	 2 5/8
	 LT38	 2 11/16
	 LT39	 2 3/4
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castellated slugging wrench

	 Model 	  Size
	Number	 (inches)
	 BRS24	 1
	 BRS25	 1 1/16
	 BRS26	 1 1/8
	 BRS27	 1 3/16
	 BRS28	 1 1/4
	 BRS29	 1 5/16
	 BRS30	 1 3/8
	 BRS31	 1 7/16
	 BRS32	 1 1/2
	 BRS33	 1 9/16
	 BRS34	 1 5/8
	 BRS35	 1 11/16
	 BRS36	 1 3/4

	 Model 	  Size
	Number	 (inches)
	 BRS37	 1 13/16
	 BRS38	 1 7/8
	 BRS39	 1 15/16
	 BRS40	 2
	 BRS41	 2 1/16
	 BRS42	 2 1/8
	 BRS43	 2 3/16
	 BRS44	 2 1/4
	 BRS45	 2 5/16
	 BRS46	 2 3/8
	 BRS47	 2 1/2
	 BRS48	 2 5/8
	 BRS49	 2 3/4

hex long arm wrenches

	 Model 	  Size
	Number	 (inches)
	 BF20	 1 1/4
	 BF21	 1 5/16
	 BF22	 1 3/8
	 BF23	 1 7/16
	 BF24	 1 1/2
	 BF25	 1 9/16
	 BF26	 1 5/8
	 BF27	 1 11/16
	 BF28	 1 3/4
	 BF29	 1 13/16
	 BF30	 1 7/8
	 BF31	 1 15/16
	 BF32	 2
	 BF33	 2 1/16
	 BF34	 2 1/8
	 BF35	 2 3/16
	 BF36	 2 1/4
	 BF37	 2 5/16
	 BF38	 2 3/8
	 BF39	 2 7/16
	 BF40	 2 1/2
	 BF41	 2 9/16
	 BF42	 2 5/8
	 BF43	 2 11/16
	 BF44	 2 3/4
	 BF45	 2 13/16
	 BF46	 2 7/8
	 BF47	 2 15/16

	 Model 	  Size
	Number	 (inches)
	 BF48	 3
	 BF49	 3 1/16
	 BF50	 3 1/8
	 BF51	 3 3/16
	 BF52	 3 1/4
	 BF53	 3 5/16
	 BF54	 3 3/8
	 BF55	 3 7/16
	 BF56	 3 1/2
	 BF57	 3 9/16
	 BF58	 3 5/8
	 BF59	 3 11/16
	 BF60	 3 3/4
	 BF61	 3 13/16
	 BF62	 3 7/8
	 BF63	 3 15/16
	 BF64	 4
	 BF65	 4 1/16
	 BF66	 4 1/8
	 BF67	 4 3/16
	 BF68	 4 1/4
	 BF69	 4 5/16
	 BF70	 4 3/8
	 BF71	 4 7/16
	 BF72	 4 1/2
	 BF73	 4 9/16
	 BF74	 4 5/8

We will make 6 point.   If offset, specify size from chart.

If offset requested, add the letter O to the end of the wrench 
model number (ex: BFO24)

	 Model 	  Size 
	Number	 (inches)
	 RO47	 1 1/2
	 RO48	 1 3/4
	 RO49	 2
	 RO50	 2 1/4
	 RO51	 2 1/2
	 RO52	 2 3/4
	 RO53	 3

	 Model 	  Size 
	Number	 (inches)
	 RO54	 3 1/2
	 RO55	 4
	 RO56	 4 1/2
	 RO57	 5
	 RO58	 5 1/2
	 RO59	 6

industrial slugging wrenches

4 Prong castellated also available.



The BlackJack® Stud Runner is a versatile tool 
designed for the removal or insertion of threaded 
studs into blind stud holes. Stud Runners are 
made for stud diameters from 1/2” to 7” with any 
thread pitch available. Clamping force on the 
end of the stud is generated by a closing collet 
designed to grip the minor diameter of the thread 
without inflicting damage on the thread root.

A knurled collet is used for superior 
clamping on the stud when 
replacement studs will be utilized.

The principal operation entails 
threading the collet on to the stud 
until it is bottomed out. A multi-jack 
bolt tensioner is tightened with an 

Call your local Power House Tool rep to get more 
information on our products and to get our decals.

Power House tool hard hat DECAL

allen key, forcing the tapered ring down over the collet. 
The taper produces an internal radial clamping force that 
compresses the collet onto the stud. The Stud Runner grips 
so tightly that a tremendous amount of torque can be applied 
in either direction. The collet design provides a 1/2”; 3/4”; 1”; 
1-1/2” or 2-1/2” female square drive for use with standard 
tooling, such as impact wrenches, hydraulic torque wrenches 
or breaker bars when removing or installing a stud.

Power House Tool, Inc.
626 Nicholson Street, Joliet, IL 60435 
Phone: 815 727-6301 Fax: 815 727-4835
www.powerhousetool.com
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Power Flex®
(Flexible Bolt Heater)

Power House Tool, Inc. will supply you with our 
patented Flexible Bolt Heater. When a clearance 
problem exists, the standard rigid bolt heater 
makes heating the stud nearly impossible. In the 
past, safely heating the rod of the heater and trying 
to bend it was the only alternative or not heating 
the stud at all. Now, you can flex our Power Flex 
Heater to get into hard to reach studs. Its durable 
construction allows you to do so safely.

bolt heater
Power House Tool, Inc. Bolt Heaters - Superior 
Construction, Quickest Stud Heating, Longest 
Lasting, Best Warrantee, Most Knowledgeable 
Field Support. Our patented Bolt Heater has a silver 
soldered brass header which threads in and out of 
our box for quick interchangeability. Our heaters 
will not break apart at that point like other brands 
that tack weld the heater to the box.

Gas bolt heater kit
Model Number NS101-K

Power House Tool, Inc.’s gas bolt heater complete 
with 1/8”, 1/4", 3/8", 1/2" bushings & air valve.
Order separately:
1/8”, 1/4", 3/8", 1/2" stainless steel pipe size tubing, 
comes in standard 18" lengths, all other  
lengths available.

Patented Design

Patented Design
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	 Model No. 	  Model No.	 Wattage	 Insertion	 Heated	 Cold	 Diameter 
	 120 Volt	 240 Volt		  “A”	 “B”	 “C”	 “D”
	BPH.375 X 13A	 BPH.375 X 13B	 530	 13	 10	 3	 .375
	BPH.375 X 15A	 BPH.375 X 15B	 700	 15	 12	 3	 .375
	BPH.375 X 21A	 BPH.375 X 21B	 800	 21	 18	 3	 .375
	 BPH10A-RB	 BPH10B-RB	 825	 19 1/4	 12	 6	 .438
	 BPH11A-RB	 BPH11B-RB	 1240	 25 1/4	 18	 6	 .438
	 BPH12A-RB	 BPH12B-RB	 1650	 31 1/4	 24	 6	 .438
	 BPH13A-RB	 BPH13B-RB	 2475	 43 1/4	 36	 6	 .438
	 BPH14A-RB	 BPH14B-RB	 1050	 19 1/4	 12	 6	 .553
	 BPH15A-RB	 BPH15B-RB	 1560	 25 1/4	 18	 6	 .553
	 BPH16A-RB	 BPH16B-RB	 2085	 31 1/4	 24	 6	 .553
	 BPH17A-RB	 BPH17B-RB	 3125	 43 1/4	 36	 6	 .553
	 BPH18A-RB	 BPH18B-RB	 4175	 55 1/4	 48	 6	 .553
	 BPH19A-RB	 BPH19B-RB	 270	 7	 3	 2.75	 .565
	 BPH20A-RB	 BPH20B-RB	 440	 9	 5	 2.75	 .565
	 BPH21A-RB	 BPH21B-RB	 620	 11	 7	 2.75	 .565
	 BPH22A-RB	 BPH22B-RB	 790	 13	 9	 2.75	 .565
	 BPH23A-RB	 BPH23B-RB	 960	 15	 11	 2.75	 .565
	 BPH24A-RB	 BPH24B-RB	 1140	 17	 13	 2.75	 .565
	 BPH25A-RB	 BPH25B-RB	 1310	 19	 15	 2.75	 .565
	 BPH26A-RB	 BPH26B-RB	 1500	 21	 17	 2.75	 .565
	 BPH27A-RB	 BPH27B-RB	 1660	 23	 19	 2.75	 .565
	 BPH28A-RB	 BPH28B-RB	 1850	 25	 21	 2.75	 .565
	 BPH29A-RB	 BPH29B-RB	 2015	 27	 23	 2.75	 .565
	 BPH30A-RB	 BPH30B-RB	 2200	 29	 25	 2.75	 .565
	 BPH31A-RB	 BPH31B-RB	 2375	 31	 27	 2.75	 .565
	 BPH32A-RB	 BPH32B-RB	 2540	 33	 29	 2.75	 .565
	 BPH33A-RB	 BPH33B-RB	 2800	 36	 32	 2.75	 .565
	 BPH34A-RB	 BPH34B-RB	 845	 14	 10	 2.75	 .565
	 BPH35A-RB	 BPH35B-RB	 1350	 20	 16	 2.75	 .565
	 BPH36A-RB	 BPH36B-RB	 1850	 26	 22	 2.75	 .565
	 BPH37A-RB	 BPH37B-RB	 2360	 23	 19	 2.75	 .565
	 BPH38A-RB	 BPH38B-RB	 2865	 38	 34	 2.75	 .565
	 BPH39A-RB	 BPH39B-RB	 1300	 19 1/4	 12	 6	 .688
	 BPH40A-RB	 BPH40B-RB	 1950	 25 1/4	 18	 6	 .688
	 BPH41A-RB	 BPH41B-RB	 2600	 31 1/4	 24	 6	 .688
	 BPH42A-RB	 BPH42B-RB	 3900	 43 1/4	 36	 6	 .688
	 BPH43A-RB	 BPH43B-RB	 5185	 55 1/4	 48	 6	 .688
	 BPH44A-RB	 BPH44B-RB	 6485	 67 1/4	 60	 6	 .688
	 BPH45A-RB	 BPH45B-RB	 1215	 14	 10	 2.75	 .781
	 BPH46A-RB	 BPH46B-RB	 1460	 16	 12	 2.75	 .781
	 BPH47A-RB	 BPH47B-RB	 1700	 18	 14	 2.75	 .781
	 BPH48A-RB	 BPH48B-RB	 1960	 20	 16	 2.75	 .781
	 BPH49A-RB	 BPH49B-RB	 2200	 22	 18	 2.75	 .781
	 BPH50A-RB	 BPH50B-RB	 2430	 24	 20	 2.75	 .781
	 BPH51A-RB	 BPH51B-RB	 2680	 26	 22	 2.75	 .781
	 BPH52A-RB	 BPH52B-RB	 2915	 28	 24	 2.75	 .781
	 BPH53A-RB	 BPH53B-RB	 3160	 30	 26	 2.75	 .781
	 BPH54A-RB	 BPH54B-RB	 3400	 32	 28	 2.75	 .781
	 BPH55A-RB	 BPH55B-RB	 3650	 34	 30	 2.75	 .781
	 BPH56A-RB	 BPH56B-RB	 3900	 36	 32	 2.75	 .781
	 BPH57A-RB	 BPH57B-RB	 4140	 38	 34	 2.75	 .781
	 BPH58A-RB	 BPH58B-RB	 4375	 40	 36	 2.75	 .781
	 BPH59A-RB	 BPH59B-RB	 4625	 42	 38	 2.75	 .781
	 BPH60A-RB	 BPH60B-RB	 4860	 44	 40	 2.75	 .781
	 BPH61A-RB	 BPH61B-RB	 5110	 46	 42	 2.75	 .781
	 BPH62A-RB	 BPH62B-RB	 5350	 48	 44	 2.75	 .781
	 BPH63A-RB	 BPH63B-RB	 5590	 50	 46	 2.75	 .781
	 BPH64A-RB	 BPH64B-RB	 6075	 54	 50	 2.75	 .781
	 BPH65A-RB	 BPH65B-RB	 960	 10	 6	 2.75	 .781
	 BPH66A-RB	 BPH66B-RB	 2550	 25	 21	 2.75	 .781

Straight bolt heaters available with 
or without lead wire & plug.

Flexible Heaters:
To order flexible heaters find 
size and change the BPH to PF.

For example: 
BPH10B becomes PF10B

Unit Dimensions (inches)

Add to model 
number for:
0 - Lead wire only
3 - �Lead wire with 

twist lock plug
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Unit Dimensions (inches)

	 Model No. 	  Model No.	 Wattage	 Insertion	 Heated	 Cold	 Diameter 
	 120 Volt	 240 Volt		  “A”	 “B”	 “C”	 “D”
	 BPH67A-RB	 BPH67B-RB	 2670	 26	 22	 2.75	 .813
	 BPH68A-RB	 BPH68B-RB	 3400	 32	 28	 2.75	 .813
	 BPH69A-RB	 BPH69B-RB	 4125	 38	 34	 2.75	 .813
	 BPH70A-RB	 BPH70B-RB	 4850	 44	 40	 2.75	 .813
	 BPH71A-RB	 BPH71B-RB	 5580	 50	 46	 2.75	 .813
	 BPH72A-RB	 BPH72B-RB	 6305	 56	 52	 2.75	 .813
	 BPH73A-RB	 BPH73B-RB	 7035	 62	 58	 2.75	 .813
	 BPH74A-RB	 BPH74B-RB	 7760	 68	 64	 2.75	 .813
	 BPH75A-RB	 BPH75B-RB	 8610	 75	 71	 2.75	 .813
	 BPH76A-RB	 BPH76B-RB	 1535	 19 1/4	 12	 6	 .813
	 BPH77A-RB	 BPH77B-RB	 2300	 25 1/4	 18	 6	 .813
	 BPH78A-RB	 BPH78B-RB	 3065	 31 1/4	 24	 6	 .813
	 BPH79A-RB	 BPH79B-RB	 4600	 43 1/4	 36	 6	 .813
	 BPH80A-RB	 BPH80B-RB	 6135	 55 1/4	 48	 6	 .813
	 BPH81A-RB	 BPH81B-RB	 7665	 67 1/4	 60	 6	 .813
	 BPH82A-RB	 BPH82B-RB	 1770	 22 1/4	 12	 9	 .938
	 BPH83A-RB	 BPH83B-RB	 2650	 28 1/4	 18	 9	 .938
	 BPH84A-RB	 BPH84B-RB	 3540	 34 1/4	 24	 9	 .938
	 BPH85A-RB	 BPH85B-RB	 5300	 46 1/4	 36	 9	 .938
	 BPH86A-RB	 BPH86B-RB	 7075	 58 1/4	 48	 9	 .938
	 BPH87A-RB	 BPH87B-RB	 8850	 70 1/4	 60	 9	 .938
	 BPH88A-RB	 BPH88B-RB	 1975	 22 1/4	 12	 9	 1.047
	 BPH89A-RB	 BPH89B-RB	 2960	 28 1/4	 18	 9	 1.047
	 BPH90A-RB	 BPH90B-RB	 3950	 34 1/4	 24	 9	 1.047
	 BPH91A-RB	 BPH91B-RB	 5925	 46 1/4	 36	 9	 1.047
	 BPH92A-RB	 BPH92B-RB	 7900	 58 1/4	 48	 9	 1.047
	 BPH93A-RB	 BPH93B-RB	 9870	 70 1/4	 60	 9	 1.047
	 BPH94A-RB	 BPH94B-RB	 4970	 32	 28	 2.75	 1.188
	 BPH95A-RB	 BPH95B-RB	 6025	 38	 34	 2.75	 1.188
	 BPH96A-RB	 BPH96B-RB	 7090	 44	 40	 2.75	 1.188
	 BPH97A-RB	 BPH97B-RB	 8150	 50	 46	 2.75	 1.188
	 BPH98A-RB	 BPH98B-RB	 9215	 56	 52	 2.75	 1.188
	 BPH99A-RB	 BPH99B-RB	 10275	 62	 58	 2.75	 1.188
	 BPH100A-RB	 BPH100B-RB	 11340	 68	 64	 2.75	 1.188
	 BPH101A-RB	 BPH101B-RB	 12580	 75	 71	 2.75	 1.188
	 BPH102A-RB	 BPH102B-RB	 4995	 37 1/2	 24 1/2	 12	 1.324
	 BPH103A-RB	 BPH103B-RB	 7490	 49 1/2	 36 1/2	 12	 1.324
	 BPH104A-RB	 BPH104B-RB	 9985	 61 1/2	 48 1/4	 12	 1.324
	 BPH105A-RB	 BPH105B-RB	 12490	 73 1/2	 60 1/4	 12	 1.324
	 BPH106A-RB	 BPH106B-RB	 815	 14	 10	 3	 .553
	 BPH107A-RB	 BPH107B-RB	 1300	 20	 16	 3	 .553
	 BPH108A-RB	 BPH108B-RB	 1800	 26	 22	 3	 .553
	 BPH109A-RB	 BPH109B-RB	 2285	 23	 19	 3	 .553
	 BPH110A-RB	 BPH110B-RB	 2270	 38	 34	 3	 .553
	 BPH111A-RB	 BPH111B-RB	 2640	 26	 22	 3	 .813
	 BPH112A-RB	 BPH112B-RB	 3350	 32	 28	 3	 .813
	 BPH113A-RB	 BPH113B-RB	 4080	 38	 34	 3	 .813
	 BPH114A-RB	 BPH114B-RB	 4600	 44	 40	 3	 .813
	 BPH115A-RB	 BPH115B-RB	 5500	 50	 46	 3	 .813
	 BPH116A-RB	 BPH116B-RB	 6200	 56	 52	 3	 .813
	 BPH117A-RB	 BPH117B-RB	 6950	 62	 58	 3	 .813
	 BPH118A-RB	 BPH118B-RB	 7840	 68	 64	 3	 .813
	 BPH119A-RB	 BPH119B-RB	 8700	 75	 71	 3	 .813
	 BPH120A-RB	 BPH120B-RB	 5000	 32	 28	 3	 1.188
	 BPH121A-RB	 BPH121B-RB	 5950	 38	 34	 3	 1.188
	 BPH122A-RB	 BPH122B-RB	 7010	 44	 40	 3	 1.188
	 BPH123A-RB	 BPH123B-RB	 8060	 50	 46	 3	 1.188
	 BPH124A-RB	 BPH124B-RB	 9100	 56	 52	 3	 1.188
	 BPH125A-RB	 BPH125B-RB	 10150	 62	 58	 3	 1.188
	 BPH126A-RB	 BPH126B-RB	 11200	 68	 64	 3	 1.188
	 BPH127A-RB	 BPH127B-RB	 11920	 75	 71	 3	 1.188

Straight bolt heaters available with 
or without lead wire & plug.

Flexible Heaters:
To order flexible heaters find 
size and change the BPH to PF.

For example: 
BPH10B becomes PF10B

Add to model 
number for:
0 - Lead wire only
3 - �Lead wire with 

twist lock plug
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Speed Heater®
Because our Speed Heaters are so much faster, outage time is 
reduced by days. Tops off or tops on in one shift or less.

Minimal or no training required. If you are familiar with using the 
standard heater you'll be able to operate the Speed Heater.

You can run multiple Speed Heaters simultaneously.

Just specify diameter and insertion length and we will quote  
you accordingly. Please keep in mind, the clearance between  
the heater and the stud must have a clearance no larger  
than .012-.020.

The Speed Heater has 
a light on top of the box 
that indicates energy is 
running through it.

Our new powerful Speed 
Heater will heat studs 
up to 4 times faster than 
standard heaters. 

®



The remote pendant lets you work 
right next to the  stud. It can be 
used for an individual receptacle or 
as the Master Timer. The red light 
illuminates during operation, the 
green light indicates when  
heater �is ready to move to  
the �next stud.

The Porta-Safe Speed Heater Controller controls the Speed Heaters to 
heat studs at extreme speeds. An operator can heat 4 studs at one time 
using the SHC. This is faster than Induction Heating and 4 times faster 
than any other heating method in the industry.

The SHC is equipped with digital timers to set specified heating 
times for the Speed Heaters. By simply turning the dial to the 
desired time on the timer and pressing the Start/Stop button, the 
circuit will be energized for the specified amount of time and  
de-energized when �time has elapsed.

The timers can be operated individually �or in 
Master Mode.

Master Mode 
allows the operator 
to �control all circuits 
at the same time �using 
one remote pendant.

The timers can be used  
directly on �the unit or via the 
remote pendant.

• Heat 4 studs simultaneously

• Runs 480V or 240V heaters

• �Digital timers to control specified 
�heating times

• �Master timer to run all heaters at once �or individual 
timer for one at a time

• Remote Pendant timer to control time �closer to stud

• �Red and Green lights to signify stop �and  
start times

• �Lights on Speed Heater lid and on pendant 
�indicate heater is being energized

Patented

SHC 480

www.speedboltheating.com



Throttle Valve

Heating Studs on Stop Valves, 
Control Valves, Throttle Valves, 
BFP’s and RCP’s

Boiler Feed Pump Application

Boiler Feed Pump

• �Remove BFP head in ½ shift with  
two men

• �Loosen each nut in 2-8 minutes

• �Heats two to four studs simultaneously

• �Compact model is hand carried to job

Reactor Coolant Pumps

• �Loosen RCP flange in one to  
two hours

• �Reduce ALARA by 75%

• �Use standard bolting from OEM

• �Eliminate design change 
modifications

• �Heats two to four studs simultaneously

Speed Heating Benefits:

Turbine Control/Stop and 
Throttle Valves

• �Remove valve bonnets in 
one hour

• �Loosen each nut in 2-8 
minutes

• �Heats two to four studs 
simultaneously

• �Loosens any diameter bolting in minutes

• �Compact model is hand carried or rolled to job

• No cooling water necessary

• �Uses 480 volt 3Ph 80 amp power supply

• �Costs less than an hydraulic torque wrench

• Training in less than 1 hour

• �Eliminate outside contractors

• �Heats two to four studs simultaneously

Patented



Porta-Safe®
On most every job site, the only available power is 
high unusable, unsafe voltages. Access to lower 
power services(120/240) is a necessity to get the 
job done. Our Porta-Safe® is designed to meet 
demanding environments and provide knocked down 
power safely and conveniently. Our Porta-Safe® units 
are self contained, portable load centers, mounted 
with a transformer to step down high voltages into 
Ground-Fault protected 120/240 volt power sources. 
Our Porta-Safe units are designed to meet or exceed 
all NEC, NEMA, and OSHA regulations and codes. All 
units shall be run tested at full load prior to shipping 
and manufactured with all UL listed components.
 

Please see our web site www.porta-safe.com 
for more information and to see several of the 
designs offered.

Send us your specs.

Power House Tool Inc.
626 Nicholson Street, Joliet, IL 60435 
Phone: 815 727-6301 Fax: 815 727-4835
www.powerhousetool.com

JNT Technical Services Inc.
85 Industrial Avenue  
Little Ferry, New Jersey 07643 
Phone: 201 641-2130 Fax: 201 641-2309
www.jnt-tech-serv.com®



Shipyard Portable Power Units
Custom portable power and temporary power for ship 
to shore and pier side power requirements. Porta-Safe 
distribution centers are used for retrofits and new ship 
building, transforming high voltages into usable 480/ 
240/ 208/ 120 volt GFI protected distribution carts and 
panels for lighting, welding and other maintenance 
power requirements.

Petrochemical Power Units
Custom portable power and temporary power 
for refinery turnarounds providing on-site power 
distribution from high voltages into usable 480/ 240/ 
208/ 120 volt GFI protected distribution carts and panels 
for lighting, welding and other maintenance power 
requirements. 

On most every job site, the only available 
power is high unusable, unsafe voltages. 
Access to lower power services(120/240) 
is a necessity to get the job done.

Send us your specs.

Power plant Units
Custom portable power 
and temporary power for 
boiler and turbine outages 
in fossil, nuclear and hydro 
power plants. Porta-Safe 
units safely step down 
house power from 600/ 
480 volts into usable 240/ 
208/ 120 volt GFI protected 
distribution carts and panels 
for lighting, welding, heating, power tool and other 
maintenance power requirements. 

Power House Tool Inc.
626 Nicholson Street, Joliet, IL 60435 
Phone: 815 727-6301 Fax: 815 727-4835
www.powerhousetool.com

JNT Technical Services Inc.
85 Industrial Avenue  
Little Ferry, New Jersey 07643 
Phone: 201 641-2130 Fax: 201 641-2309
www.jnt-tech-serv.com®


